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Curb Weight (lb/kg)
Length (in/mm)
Width (in/mm)
Height Oper. (in/mm)

Air Trans. (in/mm)
Wheelbase (in/mm)
Range (Min. Gr. Wt.) (mi/km)
Approach Angle
Departure Angle
Payload
Towed Load (lb/kg)
Inside Cargo Bed Length (in/mm)

Width (in/mm)
Model No.

2.5 Ton, Standard Cargo
16,699 lb 7,575 kg

253 in 6,420 mm
96 in 2,438 mm

112 in 2,845 mm
105.5 in 2,680 mm
153.5 in 3,900 mm
400+ mi 645+ km

40°
40°

5,000 lb 2,268 kg
12,000 lb 5,443 kg

149 in 3,784 mm
91 in 2,314 mm

M1078 A1

2.5 Ton, Van
18,181 lb 8,247 kg

263 in 6,682 mm
96 in 2,438 mm

143 in 3,630 mm
105.5 in 2,680 mm
153.5 in 3,900 mm
400+ mi 645+ km

40°
40°

5,000 lb 2,268 kg
12,000 lb 5,443 kg

N/A N/A
N/A N/A

M1079 A1

 
Curb Weight (lb/kg)
Length (in/mm)
Width (in/mm)
Height Oper. (in/mm)

Air Trans. (in/mm)
Wheelbase (in/mm)
Range (Min. Gr. Wt.) (mi/km)
Approach Angle
Departure Angle
Payload
Towed Load (lb/kg)
Inside Cargo Bed Length (in/mm)

Width (in/mm)
Model No.

5.0 Ton, Standard Cargo With MHE
23,877 lb 10,831 kg

306 in 7,782 mm
96 in 2,438 mm

112 in 2,845 mm
105.5 in 2,680 mm

177 in 4,500 mm
300+ mi 483+ km

40°
36°

10,000 lb 4,536 kg
21,000 lb 9,526 kg

170 in 4,318 mm
91 in 2,314 mm

M1084 A1

5.0 Ton, Long Chassis
17,294 lb 7,845 kg

349 in 8,860 mm
96 in 2,438 mm

112 in 2,845 mm
105.5 in 2,680 mm

177 in 4,500 mm
300+ mi 483+ km

40°
20°

See Note 2
21,000 lb 9,596 kg

N/A N/A
N/A N/A

M1096 A1

 
Curb Weight (lb/kg)
Length (in/mm)
Width (in/mm)
Height Oper. (in/mm)

Air Trans. (in/mm)
Wheelbase (in/mm)
Range (Min. Gr. Wt.) (mi/km)
Approach Angle
Departure Angle
Payload
Towed Load (lb/kg)
Inside Cargo Bed Length (in/mm)

Width (in/mm)
Model No.

5.0 Ton, Expansible Van
28,847 lb 13,085 kg

390 in 9,927 mm
96 in 2,438 mm

145 in 3,684 mm
105.5 in 2,680 mm
216.5 in 5,500 mm
300+ mi 483+ km

40°
22°

5,000 lb 2,268 kg
21,000 lb 9,596 kg

N/A N/A
N/A N/A
 M1087 A1 (Note 4)

5.0 Ton, Long Cargo With MHE
25,106 lb 11,388 kg

381 in 9,687 mm
96 in 2,438 mm

112 in 2,845 mm
105.5 in 2,680 mm
216.5 in 5,500 mm
300+ mi 483+ km

40°
21°

10,000 lb 4,536 kg
21,000 lb 9,596 kg

244 in 6,204 mm
91 in 2,314 mm

M1086 A1

The FMTV FamilyThe FMTV Family
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5.0 Ton, Standard Cargo
19,797 lb 8,980 kg

274 in 6,960 mm
96 in 2,438 mm

112 in 2,845 mm
105.5 in 2,680 mm

161 in 4,100 mm
300+ mi 483+ km

40°
60°

10,000 lb 4,536 kg
21,000 lb 9,596 kg

170 in 4,318 mm
91 in 2,314 mm

M1083 A1

5.0 Ton, Tractor
18,840 lb 8,546 kg

281 in 7,140 mm
96 in 2,438 mm

112 in 2,845 mm
105.5 in 2,680 mm

161 in 4,100 mm
300+ mi 483+ km

40°
44°
—

See Note 1
N/A N/A
N/A N/A

M1088 A1

5.0 Ton, Dump
22,178 lb 10,060 kg

286 in 7,266 mm
96 in 2,438 mm

119 in 3,030 mm
105.5 in 2,680 mm

161 in 4,100 mm
300+ mi 483+ km

40°
44°

10,000 lb 4,536 kg
21,000 lb 9,526 kg

N/A N/A
N/A N/A

M1090 A1

5.0 Ton, Standard Long Cargo
21,036 lb 9,542 kg

349 in 8,860 mm
96 in 2,438 mm

112 in 2,845 mm
105.5 in 2,680 mm

177 in 4,500 mm
300+ mi 483+ km

40°
20°

10,000 lb 4,536 kg
21,000 lb 9,526 kg

244 in 6,204 mm
91 in 2,314 mm

M1085 A1

5.0 Ton, Fuel Tanker
24,394 lb 11,065 kg

317 in 8,054 mm
96 in 2,438 mm

112 in 2,845 mm
105.5 in 2,680 mm

177 in 4,500 mm
300+ mi 483+ km

40°
40°

10,575 lb 4,797 kg
—

N/A N/A
N/A N/A

M1091 A1 (Note 4)

5.0 Ton, Wrecker
34,773 lb 15,773 kg

366 in 9,305 mm
96 in 2,438 mm

112 in 2,845 mm
105.5 in 2,680 mm

209 in 5,300 mm
300+ mi 483+ km

40°
40°

See Note 3
36,836 lb 16,709 kg

N/A N/A
N/A N/A

M1089 A1

2.5 Ton Trailer
6,510 lb 2,953 kg
209.5 in 5,321 mm

96 in 2,438 mm
79 in 2,007 mm
79 in 2,007 mm

N/A N/A
N/A N/A

N/A
25°

5,000 lb 2,268 kg
N/A

149 in 3,784 mm
91 in 2,314 mm

M1082

5.0 Ton Trailer
9,200 lb 4,173 kg
230.5 in 5,855 mm

96 in 2,438 mm
82.5 in 2,095.5 mm
82.5 in 2,095.5 mm

N/A N/A
N/A N/A

N/A
38.1°

10,000 lb 4,536 kg
N/A

170 in 4,318 mm
91 in 2,314 mm

M1095

Notes
1) Towed Load - 60,710 lb (27,538  kg)  Fifth Wheel 

Vertical Load (Payload) - 25,000 lb (11,340  kg) 

2) Payload - Consult Factory

3) Payload (Lift & Tow Stinger) - 11,000 lb (4,990  kg)

4) Consult factory for production availability and 
specifications 

Note: Specifications are subject to change without notice
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